
ETERNITY

Ready to Go



The classic lines of a herringbone 

pattern are employed in Eternity, 

but distressed and layered with 

more abstract diffusions of colour.  

This range has historical notes but 

with a contemporary feel, making 

its name perfectly fitting.

	 As with all of our axminster carpets, Eternity is beautifully crafted; 

woven from wool-rich yarn which provides long-lifetime value due to 

its soil-resistance, durability and return-capacity of the wool.  

	 Great resilience and cool, usable colours make this range perfect 

in high-traffic areas across the hospitality sector, in mansion blocks, and 

managed commercial spaces. Eternity is part of our Ready To Go Collection 

meaning your order can usually be manufactured within 14 working days.

Get in touch to discuss your project:  sales@wiltoncarpets.com  01722 746 000

Eternity



Bronzite   30070-50 Pearl   30070-51

Zebra Stone   30070-52 

Pattern repeat: 0.73 SM

Zircon   30070-72 

Angelite   30071-36 

Serpentine   30071-76 

Amber   30071-46 

Olivine   30071-88
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Construction 		  Axminster.

Pile content 		  80% wool 20% nylon.

Pitch 			   27.6 per 10 cm (7 per inch).

Rows			   27.6 per 10 cm (7 per inch).

Pile weight 		  1033gm m² / 30.5 oz/sq yd.

Backing 			  Jute/polyester/polypropylene.

Backing treatment          	 SBR Latex.

Width 			   3.66 (12 ft) Broadloom – BS3655.

Total thickness 		  9.00mm +/- 1.00 mm (0.35 inches) ISO 1765 (BS 4223).

Total weight 		  2369gms/m² (75oz per sq yd ) ISO 8543 - BS4223.

Suitability for use 	 Heavy contract.

			   The above details are subject to normal commercial tolerances.

			   A fully detailed specification for this product can be made available 

			   by application to The Wilton Carpet Factory Limited.

Fire test 			  Radiant Panel ISO 9239-1 IMO can be applied on request.

Fire classification 		 EN 14041 2004 Classification Cf s1 (B Flooring).

Colour fastness 		  Wet 3-4 (Scale 1-5).

Installation 		  In accordance with BS 5325:2001 or any later revision -

			   Installation of textile floor coverings - Code of practice.

Maintenance 		  Please refer to The Wilton Carpet Factory Ltd for full maintenance advice.

Specifications are subject to normal commercial tolerances.  

A fully detailed specification is available if required.

ISO 9001 (2015) Quality Assurance Certified.
© Copyright The Wilton Carpet Factory Limited All copyright, design rights and intellectual
property rights existing in our designs are and will remain the property of The Wilton Carpet 
Factory Limited. Any infringement of these rights will result in appropriate legal action. 
Colours are reproduced within the limits of the printing process.


