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CABOCHON
AXMINSTER RAPIDE RANGE

Classic herringbone and houndstooth designs 
woven in the warm, welcoming tones of our 
Serenity palette.

Crafted in 7-row axminster, Cabochon is perfect for 
contemporary guestrooms, corridors, chic dining 
areas and meeting rooms.

The Rapide Collection is our swift turn-around offer,  
designed for when speed is of the essence, and 
with no minimum order quantity. These superior 
quality carpets can typically be woven and on their 
way to you within a fortnight, depending on 
quantity.

Bauble 33040-22 Garnish 33042-72

Filigree  33044-23 Flounce 33043-62

Garland  33041-32



Trinket  33035-91 Treasure  33036-61

Jewel  33037-71 Gem  33038-81

Enamel  33039-31
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wiltoncarpets.com

Cabochon
   
The Cabochon range is a playful collection of 5 classic herringbone, and 5 timeless 
houndstooth designs, brought bang up to date with the fresh, contemporary 
colours of our Serenity palette.

Woven in a superb value 7-row axminster, this range will look spectacular in guest 
bedrooms, in corridors, meeting rooms and break-out areas.  In fact, we can see 
this range working beautifully in a broad range of schemes due to the perennially 
popular houndstooth/herringbone and the success of the charming two-tone 
colourways.

Technical Specification

Construction   Axminster
Pile content   80% Wool 20% Nylon – BS 3655
Width    4.00m (13ft 1.5’’) Broadloom – BS 3655
Pitch    27.6 per 10cm (7 per inch)
Rows    27.6 per 10cm (7 per inch)
Backing   Primary – Polypropylene
Backing Treatment   SBR Latex
Thickness   9.00mm +/- 1mm (0.35 inches) ISO 1765 - BS 4223
Pile weight   1033gm m2/ 30.5oz sq yd – ISO 8543 (BS 4223)
Suitability for use  Heavy contract

The above details are subject to normal commercial tolerances. 
A fully detailed specification for this product can be made available 
by application to The Wilton Carpet Factory Limited.

Fire test   Radiant panel ISO 9239-1 Smoke Generation EN ISO 11925-2
Fire classification  Cfl s1 CE EN 14041:2004
Colour fastness  Wet 3-4 (Scale 1-5)
Installation   In accordance with BS 5325:2001 or any later revision -
   Installation of textile floor coverings - Code of practice
Maintenance   Please refer to The Wilton Carpet Factory Ltd
   for full maintenance advice
 
The Wilton Carpet Factory Limited
Minster Street, Wilton, Salisbury, Wiltshire SP2 0AY

01722 746 000  sales@wiltoncarpets.com

ISO 9001 (2015) Quality Assurance Certified
ISO 14001 (2015) Environmental Management Certified

© Copyright
The Wilton Carpet Factory Limited All copyright, design rights and intellectual property rights 
existing in our designs are and will remain the property of The Wilton Carpet Factory Limited.  
Any infringement of these rights will result in appropriate legal action. Colours are reproduced 
within the limits of the printing process.


